
T E S T  P A C K A G E

TRIBO 1
Clean  lubrication keeps your

equipment running.

Preventing system failures starts with a basic routine testing
program, contained in the TRIBO 1 package.

This package verifies that the lubricant's viscosity, acidity (TAN) and additives
are in proper condition for the equipment's speed and load.

ICP-OES analysis (Inductively Coupled Plasma – Optical Emission
Spectrometry) detects up to 24 elemental metals, in particles smaller than 10
microns, present in used oil from wear, contamination or additives. It also
includes a moisture detection tool.

The FT-IR test (Fourier Transform Infrared Spectrometry) detects, in abs/0.1
mm, oxidation, nitration, soot, glycol, water and fuel.

The ISO 4406 particle count quantifies contamination per milliliter of fluid in
three sizes: 4, 6 and 14 μm, giving accurate information on the particles built
up in your system.

TRIBO 1 Basic industrial oil analysis
test
Sample volume: 100 ml

24 elemental metals by ICP ASTM D5185

Water % by crackle in-house method

Viscosity at 40 ºC or 100 ºC ASTM D445

Acid number ASTM D664

Oxidation / Nitration ASTM E2412

ISO particle count ISO 4406:99

Main equipment it applies to

Gear systems Hydraulic systems Compressors Chillers Transmissions Pumps Fans Reducers Turbines

Lubrication systems

How it works

01
Take the sample with the
system running at
operating temperature.

02
Fill out the TRIBO‑LABS
form for the
corresponding test.

03
Send the sample to the
laboratory for analysis.

04
TRIBO-LABS logs and
analyzes the sample
and generates an
e‑report.

05
You receive the report
by email and review the
recommendations.

48–72 h
Turnaround time once
the sample is logged.

For more information,
contact us:

N O R T H  A M E R I C A
+1 (786) 497.61.00 · (786) 537.49.71

S O U T H  A M E R I C A
+58 (414) 439.53.03 · (424) 473.04.59 · (414) 342.51.61

E U R O P E
+34 (658) 94.80.60 · +34 658 408 109

info@tribo-labs.com w w w . t r i b o - l a b s . c o m
Contact us REF: TL-T000120


