
T E S T  P A C K A G E

TRIBO 10
Thermal  fluid monitoring ensures

reliability and safety.

To choose the best thermal fluid for each installation, it is wise
to rely on specialists who can recommend the most suitable
one from the wide range on the market.

Under normal working conditions, with proper maintenance and operating
within the selected thermal fluid's parameters, a charge should last around
35,000 to 40,000 effective hours.

The TRIBO 10 package evaluates the parameters that ensure fluid stability,
including carbon residue, key data for better heat transfer.

It also measures the flash point, which helps prevent catastrophes in
industry.

TRIBO 10 Thermal oil analysis test
Sample volume: 1 L

24 elemental metals by ICP ASTM D5185

Viscosity at 100 ºC ASTM D445

Acid number ASTM D664

Conradson carbon residue ASTM D189 / IP13

ISO particle count ISO 4406:99

Cleveland open cup flash point ASTM D92

Density ASTM D7777

Fire point ASTM D92

Main equipment it applies to

Reactor heat transfer Heating systems Thermal processes

How it works

01
Take the sample with the
system running at
operating temperature.

02
Fill out the TRIBO‑LABS
form for the
corresponding test.

03
Send the sample to the
laboratory for analysis.

04
TRIBO-LABS logs and
analyzes the sample
and generates an
e‑report.

05
You receive the report
by email and review the
recommendations.

48–72 h
Turnaround time once
the sample is logged.

For more information,
contact us:

N O R T H  A M E R I C A
+1 (786) 497.61.00 · (786) 537.49.71

S O U T H  A M E R I C A
+58 (414) 439.53.03 · (424) 473.04.59 · (414) 342.51.61

E U R O P E
+34 (658) 94.80.60 · +34 658 408 109

info@tribo-labs.com w w w . t r i b o - l a b s . c o m
Contact us REF: TL-T0001020


