
T E S T  P A C K A G E

TRIBO 6
Contaminated fuel clogs  filters and wears
injectors.

The main consequences of contaminated fuel are clogged
filters, injector erosion, valve damage, inefficient combustion
and piston wear. TRIBO 6 goes further than the basic TRIBO 5
package.

It includes elemental analysis by ICP, checks for water, sediment, bacteria and
fungi, and confirms that the flash point is within standard.

It also offers thermal stability, sulfur ppm (ASTM D7220), FBT (ASTM D2068),
cetane index, cloud point, distillation and copper strip corrosion tests.

One of its key tests is the ISO 4406 particle count, because fuel cleanliness has a
major impact on engine performance.

TRIBO 6 Advanced diesel fuel
analysis test
Sample volume: 1 L

Elemental analysis by ICP ASTM D5185

Pour point ASTM D7346

Water and sediment ASTM D2709

Bacteria, fungi and mold manufacturer

Thermal stability ASTM D6468

Viscosity ASTM D445

Sulfur (ppm) ASTM D7220

FBT ASTM D2068

Flash point ASTM D3828

Cetane index ASTM D976

Cloud point ASTM D7689

Distillation ASTM D7345

ISO particle count ISO 4406:99

Copper strip corrosion ASTM D130

Main equipment it applies to

Diesel engines Generators Diesel storage tanks

How it works

01
Take the sample with the
system running at
operating temperature.

02
Fill out the TRIBO‑LABS
form for the
corresponding test.

03
Send the sample to the
laboratory for analysis.

04
TRIBO-LABS logs and
analyzes the sample
and generates an
e‑report.

05
You receive the report
by email and review the
recommendations.

48–72 h
Turnaround time once
the sample is logged.

For more information,
contact us:

N O R T H  A M E R I C A
+1 (786) 497.61.00 · (786) 537.49.71

S O U T H  A M E R I C A
+58 (414) 439.53.03 · (424) 473.04.59 · (414) 342.51.61

E U R O P E
+34 (658) 94.80.60 · +34 658 408 109

info@tribo-labs.com w w w . t r i b o - l a b s . c o m
Contact us REF: TL-T000620


